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CONCRETE COLOR CHART ©*

RED GRAY

@gﬁ%?AL INCRETE SYSTEMS COLORCRETE 20 LBS. PER C.Y) 15 LBS. PER C.Y.
TILE RED CHARCOAL GRAY

COLOR

- eDanER| INCRETE SYSTEMS COLOR HARDENER AB RED AB GRAY

ié&%ﬁSE INCRETE SYSTEMS COLOR RELEASE SUN GRAY DARK GRAY

SEALANT | INCRETE SYSTEMS CLEAR SEAL YES YES

ag%mNG— KRAFT TOOL CO. NEW HERRINGBONE

SoNE BRICK TOOL #CCS05R TES YES

*1. BRAND NAMES LISTED ABOVE ESTABLISH A STANDARD. OTHER COMBINATIONS
REQUIRE THE ENGINEER’S APPROVAL.

2. CONTRACTOR SHALL ENSURE COLOR MATCH BETWEEN CONCRETE AND PAVERS

BY SUBMITTAL OF A 4" X 4’ ON-SITE SAMPLE FOR THE ENGINEER’S APPROVAL
PRIOR TO PLACEMENT OF STAMPED CONCRETE OR BRICK PAVERS.
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CITY OF CHATTANOOGA AND HAMILTON COUNTY

PAVER EDGE DETAILS AND COLOR CHART
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